Torque tools

MANOSKOP® 71
indicating type with overload protection
mount for interchangeable shell tools can be applied for either clockwise or anticlockwise
all 14 x 18 mm insert tools can also be used tightening by turning the wrench over
with insert tool adaptor No 7370/80 (max. 650 N-m) calibration using perfectControl® calibrating unit
trailing pointer dial No 7794 or calibration system No 7706. Adjustment
twin scales N-m/ft-Ib without disassembly
scale is made of luminescent light yellow special certificate in accordance with DIN EN
film enabling clear readings even in poor light ISO 6789-2:2017
conditions supplied in textile bag
handle with integrated force compensator display deviation value * 4%
measuring element is a bending plate housed in the
handle
MANOSKOP® torque wrench with dial gauge and mount for shell tools
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Code L fnnd Lol Ll il mm mm  mm mm  mm  mm g
50030080 160-800 N-m 120-600 ftIb 10 N'm 10 ftlb 24,528 28 24 1048 1050 95 2300

MANOSKOP® 71 with permanently installed reversible ratchet

indicating type not for anticlockwise measurement

trailing pointer dial calibration using perfectControl® calibrating unit
twin scales N-m/ft:Ib No 7794 or calibration system No 7706. Adjustment
scale is made of luminescent light yellow special without disassembly

film enabling clear readings even in poor light certificate in accordance with DIN EN

conditions ISO 6789-2:2017

additional protection for the gauge by the protective supplied in textile bag

ring display deviation value + 4%

handle with integrated force compensator

71aR/80 MANOSKOP® torque wrench with dial gauge and permanently installed ratchet
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Code Lonnnd Lonnnd Ll L " mm mm  mm  mm g

50450080 100-600 ftlb  160-800 N'm 10 ftlb 10 N'm 34 70 30 1152 1060 4900
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Friction gauge

indicating type

permanently installed square drive for clockwise use
trailing pointer dial

no "needle waobble" during measurements

lighter construction due to use of aluminium

73Nm/15 Friction gauge

Hr——1 1@F

QVSTAHLWILL£(Q®

certificate in accordance with DIN EN
ISO 6789-2:2017
display deviation value * 4%

] b h L Lr 52
Code Lonnd L " mm mm mm  mm g
50240015 2-15 N-m 0.5 N-m 12 72 50 2985 250 676

Industrial MANOSKOP® 755

For work on production lines or series production. No setting scale; have to be set with testers such
as the STAHLWILLE No 7707 W, SmartCheck tester or the No 7794, No 7706 calibration system.

click-type
mount for interchangeable insert tools 223-
(755/4-30) 229

dual stop signal

particularly light and easy to handle

handle and shank are made of square tubular steel
any force applied to the tool after the ‘click' or
applied in the opposite direction to the current
function (up to the maximum of the wrench's range)
does not act on the trigger mechanism and cannot

cause damage to it

anticlockwise torquing thanks to swap-over insert
tools

on request with preset cut-out value (surcharge 10%)
display deviation value + 4%

755R/1 Series MANOSKOP® torque wrench with permanently installed ratchet

measurements independent of the point of application of force
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50100001 1.5-12.5 N'-m 1.0-9.0 ft:lb 1/4 22 18 1735 335
Series MANOSKOP® torque wrenches with mount for insert tools
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Code size Lovd Lovd mm mm mm mm mm mm g
50010004 4 4-40 N'm 4-30 ftlb [ ox12 | 22 18 201 172 175 500
50010010 10 20-100 N-m 15-74 ft-lb [ ox12 | 28 24 318 289 17.5 635
50010020 20 40-200 N-m 30-147 ftlb 28 24 457 435 25 1045
50010030 30 60-300 N-m 40-220 ft-lb 28 24 609 587 25 1210
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Torque tools

Versatile and quick.
MANOSKOP® 730 Quick.

— EAade in Anyone in need of a mechanical torque wrench that can be quickly set for the next
ermany

operation will find the MANOSKOP® 730 Quick the ideal helper. Thanks to its flex-
ible range of 4 - 650 N-m and the interchangeable insert tools (9 x 12 mm, 14 x
18 mm and 22 x 28 mm), the MANOSKOP® Quick is remarkably versatile - and
quicker then ever: as a result of the much improved ergonomics and accessibility
to the essential controls, the target torque is set in seconds.

The design, with opposing V-shaped
»sights«< and an integrated magnifier,
facilitates fast, accurate setting even
at an awkward reading angle. With a
Vernier scale in N-m/ft-Ib or N-m/in-Ib.

PROTECTED.

The internal mechanism is extremely
resistant to mechanical wear and well
protected against dirt and soiling inside
the outer housing.
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FAST. -

Rapid setting thanks to the easy-action
locking lever in the handle. Ergonomically

designed, non-slip adjuster with a thumb
recess for fast, safe setting of the slider.

 WEAR-RESISTANT.

Wear resistant trigger system with a flexible

rod. In contrast to conventional torque

wrenches, it is not necessary to reset the

wrench to zero after each job to unload the 5
spring. In this way, users benefit from long-

term accuracy and safe measurement results

with less time required.

SAFE.
 COMPACT.

Compact and space-saving, the MANOSKOP® 730
Quick torque wrenches are available in sizes 2
and 4. They feature the same measuring and
trigger technology as their »big brother«, and are
just as precise and reliable.

QuickRelease safety lock guarantees
secure locking of insert tools
on sizes 5 - 65 and fast removal.

SIMPLE.

Quick adjustment from outside, no
disassembly of the torgue wrench

required, with two adjustment points
for the maximum & minimum values.
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Torque tools

Service MANOSKOP® 730

click-type

the measuring element is only under load while
force is being applied, no need for manual reset to
Zero

mount for interchangeable insert/shell tools
QuickRelease safety lock (sizes 5-65)

rapid setting thanks to easy-action locking lever in
the handle (sizes 5-65)

ergonomically designed, non-slip adjuster with a
thumb recess

magnifying glass integrated in the display window

can be applied for either clockwise or anticlockwise
tightening by turning the inserts over

any force applied to the tool after the ‘click’ or
applied in the opposite direction to the current
function - e.g. forcible loosening of a jammed screw
- does not act on the trigger mechanism and cannot
cause damage to it

calibration using perfectControl® calibrating

unit No 7794 or calibration system No 7706.
Readjustment does not require disassembly.
certificate in accordance with DIN EN

optimised convex handle for strain-free working

dual stop signal

twin scales N-m/ft-Ib and N-m/in-Ib (sizes 5-80)

on request also available as an N-m-only version
without twin scale (sizes 5-65)

730 Quick Service MANOSKOP® torque wrenches with mount for insert tools
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ISO 6789-2:2017

display deviation value £ 4%
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Code size Lonnd L Ll Lufl mm mm mm mm mm mm g
50184005 5 6-50 N'm 5-36 ft-Ib 2 N-m 1ftlb BB 28 23 315 288 17.5 780
50184010 10 20-100 N'm 15-725ftlb 25 N-m 25ftlb B 28 23 370 343 17.5 936
50184012 12 25-130 N'm 20-95 ftlb 25 N'm 2.5 ftlb 28 23 410 390 25 1074
50184020 20 40-200 N'm 30-145 ft-Ib 5N-m 5 ft:lb 18 28 23 455 435 25 1310
50184040 40 80-400 N'm 60-300 ft:lb 10 N-m 10 ftlb & 28 23 590 570 25 1540
50184065 651)2) 130-650 N-m 100-480 ft:lb 20 N-m 20 ft-Ib 306 256 875 855 25 3192
50184565 11/65 2) 130-650 N-m 100-480 ft:lb 20 N-m 20ftlh B 306 256 897 907 55 4104
50584005 a/5 6-50 N'm 50-440 in-Ib 2 N-m 10inlb B 28 23 315 288 175 780
50584010 a/10 20-100 N'm 180-880 in-lb 2.5 N-m 20inb EZEB 28 23 370 343 175 934
50584012 a/12 25-130 N'm 225-1150inlb 2.5 N-m 25 in-lb ) 28 23 410 390 25 1076
50584020 a/20 40-200 N'm 350-1750 in-Ib 5N-m 50 inlb [EOEER 28 23 455 435 25 1216

1) recommended ratchet insert tool No 735/40HD
2) supplied in textile bag

730 Quick Service MANOSKOP® torque wrenches with tool carrier for insert tools
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Code size L Ll mm mm  mm mm mm mm g
50184002 2 4-20 N'm 0.5 N-m Bx 275 236 179 1572 175 315
50184004 4 8-40 N'm 1Nm B%8 275 236 223 2008 175 395
50584001 a/2-1  175-875inlb 25 inlb B8 275 236 179 1572 175 315
50584002 a/2 30-175 inlb 5inlb B 275 236 179 1572 175 315
50584004 a/4 70-350 in-lb 10inb E%8 275 236 223 2008 175 395
730/80 Service MANOSKOP® torque wrench with mount for shell tools

supplied in textile bag
use shell adaptor No 7370/80 to make 14 x 18 mm insert tools fit
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Code | [ L L mm mm mm mm mm mm g
50180080 160-800 N-m 120-600 ft:lb 20 N'm 20 ftlb (24,528 NG 43 970 990 95 4925
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Standard MANOSKOP® 721 Quick

click-type

the measuring element is only under load while
force is being applied, no need for manual reset to
Zero

rapid setting thanks to easy-action locking lever in
the handle

ergonomically designed, non-slip adjuster with a
thumb recess

magnifying glass integrated in the display window
dual stop signal

twin scales N-m/ft-Ib

optimised convex handle for strain-free working

any force applied to the tool after the ‘click’ or
applied in the opposite direction to the current
function - e.g. forcible loosening of a jammed screw
- does not act on the trigger mechanism and cannot
cause damage to it

all the sensitive components are protected by the
sturdy tubular steel housing

calibration using perfectControl® calibrating

unit No 7794 or calibration system No 7706.
Readjustment does not require disassembly.
certificate in accordance with DIN EN

ISO 6789-2:2017

display deviation value * 4%

721 Quick Standard MANOSKOP® torque wrenches with permanently installed ratchet

AN i 4 - 00 M
@ ous M- 150 e

OK | o omc
'
L

E

j=2

|
b2;®o

i

B o b h h L L &2

Code size Lovd Lovd Lt Lt " mm mm mm mm mm mm g

50204005 5 6-50 N'm 5-36 ftlb 2 N-m 1ftlb 38 28 275 23 145 352 293 880
50204015 15 30-150 N'm 25-110 ftlb 5 N-m 5ftlb 14 28 41 23 18 452 387 1282
50204020 20 40-200 N'm 30-145 ftlb 5N-m 5ftlb 14 28 41 23 18 483 418 1349
50204030 30 60-300 N'm 50-220 ft:Ib 10 N'-m 10 ftlb 12 28 44 23 275 553 486 1646

size 30 with push through square drive for anticlockwise torquing (spare square drive, refer to page 235)

i o {e]1]ld /88 Standard MANOSKOP® torque wrenches with permanently installed QuickRelease ratchet
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Code size L L L Laid "omm mm mm mm  mm mm g
50204115 15 30-150 N'm 25-110 ft-Ib 5Nm 5 ft:lb 12 28 41 23 18 4525 387 1268
50204120 20 40-200 N'm 30-145 ft-Ib 5Nm 5 ft:lb 12 28 41 23 18 482 416.5 1338

ypi 0 Tb VAN Wheel-fitting set
Quick

o)

in sturdy plastic box
Content 5 pieces:
1 standard MANOSKOP® No 721QR/20 Quick, 40-200 N-m, 30 - 150 ft-Ib,
with permanently installed QuickRelease ratchet, reversible, 1/2" B-drive
3 wheel nut sockets No 51IMP K, sizes 17 (green), 19 (blue), 20.8 mm (red)
1 extension No 509QR/5, 130 mm

52
Code g
96507214 2818
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Torque tools

Standard MANOSKOP® 720Nf/721Nf

click-type
easy setting
dual stop signal

calibration using perfectControl® calibrating
unit No 7794 or calibration system No 7706.
Readjustment does not require disassembly.
twin scales N-m/ft-Ib certificate in accordance with DIN EN
anticlockwise torquing thanks to swap-over square ISO 6789-2:2017

drive supplied in textile bag

all the sensitive components are protected by display deviation value * 4%

the sturdy tubular steel housing in the U-shaped

aluminium profile

720Nf/80 Standard MANOSKOP® torque wrench with permanently installed square drive
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Code Lo Lo L i L ! mm mm mm mm g
50190081 160-800 N-m  120-600 ftlb 20 N-m 20 ftlb 34 45 42 1034 938 5650
721Nf Standard MANOSKOP® torque wrenches with permanently installed ratchet

721Nf/80

721Nf/100

Code size Lond Lo Ll L " mm mm mm mm mm g
50200081 80 160-800 N-m 120-600 ft:lb 20 N'm 20 ft:lb 34 465 76 42 1051 938 6380
96502001 100 200-1000 N'm 150-725 ftlb 25 N'm 25 ft:lb 3/a 465 76 42 1504 1365 7010
p0 20 7ky A Torque wrench set
Quick

in steel case 1 open ended insert tool

for general service work
Content 32 pieces:
1 Service-MANOSKOP®
No 730/40 Quick, 80-400 N-m
1 ratchet insert tool
No 735/20, reversible, 1/2' B-drive

No 3731/40, 24 mm
7 ring insert tools
No 732/40: 13; 15; 17; 19; 22; 24; 27 mm
10 sockets, bi-hexagon No 50:
13; 14, 15; 17, 19; 22; 24, 27, 30; 32 mm
4 accessories, 12" O-drive:

1 square drive insert tool
No 734/20, 1/2' B-drive
7 open ended insert tools
No 731/40: 13; 15; 17; 19; 22; 27; 30 mm

- 1 T-handle No 506

- 1 extension No 509/10, 255 mm
- 1 extension No 509/5, 130 mm
- 1 extension No 509/2, 55 mm

FEY Y

code

96502053
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This is how to achieve the correct tightening torque -
even if you are using inserts with an extension

When you tighten fasteners using inserts whose extension length S Caution! If adapters are combined with inserts or special tools,
deviates from the standard length S, it is necessary to recalculate the use the sum of the extensions = £ S. Where the special tool is angled
setting/display value for the torque wrench in use. to the side, W, will have to be determined empirically.

M, = desired tightening torque S = extension of STAHLWILLE inserts or
MA : LF N-m -+ mm special tools (see dimension table
W = W = reading/setting W = M, for inserts)
K E mm . . . -
W, = adjusted reading S = standard extension (see dimension table
or setting value W, # M, for torque wrenches)
W - MA I‘F L. = functional length (see dimension %S = total of all extensions of the attached
- table for torque wrenches) inserts
K LF B SF + S (Or 2 S) Sadapter * Smserl &
L, = adjusted functional length

L=l =8 S5 e

Normal situation

Torque wrench No 730N/10 combined with
square drive insert tool No 734/5 and socket size 13 mm.
Required tightening torque for the screw M, = 40 N-m

Dimension table for torque wrenches: L. =336 mm, S, =17.5 mm
Dimension table for square drive insert tools: S=175mm

Example 1: adjusted setting value (1 insert tool)

Torque wrench No 730N/20 combined with
ring insert tool No 732/40 size 36 mm
Required tightening torque for the screw M, = 190 N-m

Dimension table for torque wrenches: L. =4245mm,S, = 25 mm s WK
Dimension table for ring insert tools: S=28mm

And this is what it looks like in the catalogue:

730N Service MANOSKOP® torque wrenches with mount for insert tools 732/40 Ring insert tools
mount for interchangeable insert tools can be applied for either clockwise or anticlockwise tightening by
QuickRelease safety lock turning the inserts over @

display deviation value + 3% (size 2; a/2 4 %)
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730N/80 oz o

b h
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- 58224013 13§ 225 11 25 130

58224014 14 Zm 23 i 25 123

Finescale & b h L L s, 52 58224015 15 Bm 24 11 25 128

Code size Jrovmng jroverremg Lol ool wufd om mm Mmoo omm mm mm g 28224018 16 Em 255 12 25 23

58224017 17 Exg 27 12 25 135

50181102 2 4-20Nm  40-180indb  1Nm 10intb 02Nm EXER 28 23 275 226 175 737 58224018 18 Em 29 13 28 134

50181005 5 10-50 N-m 7-37ftb  5Nm  1ftlb 025Nm EZEE 28 23 330 2805 175 831 58224019 19 @ 305 13 28 125

50181010 10 20-100N'm  15-75ftb  10Nm 25ftlb 05Nm 28 23 386 336 175 988 58224021 21 mm 33 15 25 142
50181012 12 25-130 N'm 20-95ftlb  10Nm 25ftlb 05Nm EXE 28 23 421 379 25 1128

: 58224022 22 Em 345 15 25 145

50181020 20 40-200N'm  30-150ftlb 10N-m  5ftlb  1Nm 28 23 467 [4245][25] 1264 58224024 24 E@D 375 15 25 153

50181040 40 80-400Nm  60-300ftlb 20Nm 10ftlb  2Nm EXE 28 23 607 [5645 |25 1655 58224027 27 o 425 17 o8 162

50181065 65° 130-650 N'm 100-480 ftlb 50N-m 20ftlb 25Nm EOEN 306 256 890 [848 [25 3231 58224028 28 EDO 455 19 25 175

50181365 11/65 130-650 N'm  100-480 ftlb 50N-m  20ftlb 25N-m EIE) 306 256 911 900 885 3504 58224030 30 o 19 25 182

50181080 80  160-800 N'm 120-600ftlb 100Nm 25ftlb  SNm EEED 306 256 1178 1167 [55 4825 58224032 32 B 475 19 25 181

50181100 100 200-1000 Nm  150-750 ftlb 100N-m 25ftlb  5Nm EZE} 306 256 1363 [1352 |55 5000 58224034 38 EED os2 19 210

50581102 a/2 40-180 in-lb 3-15ftlb  10inb 05ftlb  2inib EXR 28 23 275 | 226 [175 737 58224036 36 EmO 54 19 (98¢ 203
50581005 a/s 90-450 in'lb 7-37ftlb  50inb 1ftlb  25inlb 28 23 330 | 2805 |175 831

L s, s

-
190 N'm @ﬁl 190 N'm - 424.5 mm

M, - L
W= T -5 +5 = [4245 mm-[25 mm}28 mm SEnm N
|

|

Example 2: adjusted reading (insert tool and adapter)

Torque wrench No 730N/10 combined with
square drive insert tool No 734/5 and adapter No 447 size 10 mm
Required tightening torque for the screw M, = 25 N-m

Dimension table for torque wrenches: L, =336 mm, S, =17.5 mm

Dimension table for square drive insert tools: S, = 17.5 mm

Dimension table for adapters: S =50.8 mm

s My L _ 25 N'm - 336 mm _25 N'm - 336 mm
K- =S =35 T 336mm-175mm + 17.5 mm + 508 mm 386.8 mm
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Torque tools

Strong and highly talented.
MANOSKOP® 730N.

— %Aade in The mechanical MANOSKOP® 730N torque wrench features an extremely wide
« Germany

range and is suitable for accurate application up to 1000 N-m. Its QuickSelect
technology makes setting the target torque particularly easy - and very accurate.
Unlock, set and lock the control knob in the end of the handle. The audible and
tactile mechanism and the fine adjustment ring scale simplify setting.

y CLICKING.

When the target torque is reached,
MANOSKOP® 730N provides a
noticeable tactile dual stop signal.

Square drive for use with insert tools
in a range of formats (9 x 12 mm,
14 x 18 mm and 22 x 28 mm).
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USER FRIENDLY.

Accurate QuickSelect one-handed
setting - quick & easy control using
the knob at the end of the handle.
Unlock. Set. Lock.

730N/10
STAHLWILLE

20-100 N 15-75 fLib

- WEAR-RESISTANT.

UNCOMPLICATED.

Quick adjustment from outside, no
disassembly of the torque wrench
required, with two adjustment points
for the maximum & minimum values.

SAFE.

The QuickRelease safety interlock
guarantees secure linking but quick
release for changing the insert tools.

Wear resistant trigger system with a flexible
rod. In contrast to conventional torque
wrenches, it is not necessary to reset the
wrench to zero after each job to unload the
spring. In this way, users benefit from long-
term accuracy and safe measurement results
with less time required.

CLEAR VIEW.

Easy-to-read dual scale with colour
differentiation between the N-m and ft.Ib
scales to simplify fine setting.

30 40,50 60 2
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Torque tools

Service MANOSKOP® 730N
click-type two-component handle with ergonomically designed
the measuring element is only under load while green softer layers (resistant to oils, grease, fuels,
force is being applied, no need for manual reset to brake fluids and skydrol)
Zero calibration using perfectControl® calibrating
fast, accurate setting thanks to QuickSelect quick- unit No 7794 or calibration system No 7706.
action adjuster Readjustment does not require disassembly.
dual stop signal certificate in accordance with DIN EN
easy-to-read double scale with colour coding to ISO 6789-2:2017
differentiate between N-m/ft-Ib and ft-Ib/in-Ib scales supplied in textile bag (from size 65)
any force applied to the tool after the ‘click’ or registered design

applied in the opposite direction to the current
function - e.g. forcible loosening of a jammed screw
-does not act on the trigger mechanism and cannot
cause damage to it

730N Service MANOSKOP® torque wrenches with mount for insert tools

mount for interchangeable insert tools can be applied for either clockwise or anticlockwise tightening by

: 223- ; )
QuickRelease safety lock 229 turning the inserts over
display deviation value + 3% (size 2;a/2 4 %)
| Le | 730N/10
! )
\— s 'e -
L = 5 )
S, L 730N/80
Finescale @ b h L Le S &2

Code size I I L Lo Lo mm mm mm  mm mm mm g
50181102 2 4-20 N'm 40-180 in-lb 1Nm 10inlb 02Nm EXB 28 23 275 226 175 737
50181005 5 10-50 N'm 7-37 ftlb 5N-m 1ftlb 025 N-m EXB 28 23 330 2805 175 831
50181010 10 20-100 N'm 15-75ftlb  10Nm 25ftlb 05Nm EXE 28 23 386 336 175 988
50181012 12 25-130 N'm 20-95 ftlb  10N-m 25ftlb 05Nm FZEE 28 23 421 379 25 1128
50181020 20 40-200 N'-m 30-150 ftlb 10 N'm 5 ft-lb 1N-m EZEE 28 23 467 4245 25 1264
50181040 40 80-400 N'm 60-300 ftlb  20N-m 10 ftlb 2 N'm FZEE) 28 23 607 5645 25 1655
50181065 65 * 130-650 N-m  100-480 ftlb 50 Nm  20ftlb 25Nm EEE 306 256 890 848 25 3231
50181365 11/65 130-650 N'm  100-480 ftlb  50N-m 20ftlb 25Nm B3 306 256 911 900 55 3504
50181080 80 160-800 N-m  120-600 ftlb 100 N-m 25 ftlb 5Nm EZED 306 256 1178 1167 55 4825
50181100 100 200-1000 N-m  150-750 ftlb 100 N-m 25 ftlb 5Nm EBES 306 256 1363 1352 55 5000
50581102 a/2 40-180 in-lb 3-15 ftlb  10inIb 0.5 ftlb 2inlb B 28 23 275 226 175 737
50581005 a/5 90-450 in-Ib 7-37 ftlb  50in-b 1ftlb 25intb EXB 28 23 330 2805 175 831
50581010 a/10 180-900 in-Ib 15-75ftlb 100inlb 2.5 ftlb 5inlb EZER 28 23 386 336 175 988
50581020 a/20 350-1800in-lb 30-150 ftlb 100 in-lb 5ftlb  10inlb EZER 28 23 467 4245 25 1264
50581040 a/40 60-300 ft:lb 800-3600 in-lb 20 ftlb 100 in-lb 2 ftlb EZEE 28 23 607 5645 25 1655

* recommended ratchet insert tool No 735/40HD

730NR Service MANOSKOP® torque wrenches with permanently installed fine-tooth ratchet
in sturdy plastic box (size 65 in steel box) deviation of indication + 4%
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Finescale M b; b, h; hy L L &8 &g
Code size Lonnd od b Lo Ll "omm o mm mm mm  mm  mm g  with box

96503105 5FK 10-50 N-m 7-37 ftlb  5N'm 1ftlb 025Nm 38 28 33 23 24 364 2805 973 1763
96503110 10FK 20-100 N-m 15-75ftlb 10N'm 25ftlb 05Nm 12 28 33 23 24 420 3365 1146 1934
96503120 20FK 40-200 Nm  30-150 ftlb 10 Nm 5 ftlb 1INm 12 28 43 23 26 5135 425 1583 2370
96502140 40FK 80-400 N-m  60-300 ftlb 20 N-m 10 ftlb 2Nm 34 28 50 23 315 657 5645 2122 2657

96502265 65FK-HD 130-650 N'm 100-480 ftlb 50 N-m 20ftlb 25Nm 3/4 306 58 256 36 944 848 3698 6188
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730NR Service MANOSKOP® torque wrenches with permanently installed fine-tooth ratchet

o)

in sturdy plastic box
with QuickRelease safety lock

deviation of indication + 4%

LF
[ —— l
L

Finescale M b; b, h; h L L &8 &g
Code size Lonnd L L padd Ll "omm mm mm mm  mm  mm g with box
96502105 5QRFK 10-50 N'-m 7-37 ftlb 5 N-m 1ftlb 025Nm 38 28 29 23 145 3725 291 961 1386
96502110 10QRFK 20-100 N'm 15-75ftlb 10N-m 25ftlb O5Nm 12 28 29 23 145 4285 3465 1129 1554
96502120 20QRFK 40-200 N'm 30-150 ftlb 10 N-m 5 ftlb INm 12 28 41 23 18 526 4385 1589 2014

Service MANOSKOP® 730 Fix

for daily use in series production

the setting knob can be unscrewed after the target
has been set - making inadvertent changes to the
settings impossible

the TORX® TAMPER-RESISTANT locking screw

supplied with the tool also protects against
unwanted manipulation the adhesive seals supplied
offer a further level of security. It is not possible to
adjust the setting without breaking the seal

730 Fix Service MANOSKOP® torque wrenches with mount for insert tools
click-type any force applied to the tool after the 'click’ or applied in the opposite
the measuring element is only under load while force is being ggg direction to the current function - e.g. forcible loosening of a jammed

applied, no need for manual reset to zero

mount for interchangeable insert tools

QuickRelease safety lock

fast, accurate setting thanks to QuickSelect quick-action adjuster
dual stop signal

easy-to-read double scale with colour coding to differentiate between
N-m/ft-Ib and ft-Ib/in-Ib scales

can be applied for either clockwise or anticlockwise tightening by
turning the inserts over

L
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screw -does not act on the trigger mechanism and cannot cause
damage to it

two-component handle with ergonomically designed green softer
layers (resistant to oils, grease, fuels, brake fluids and skydrol)
calibration using perfectControl® calibrating unit No 7794 or
calibration system No 7706. Readjustment does not require
disassembly

certificate in accordance with DIN EN I1SO 6789-2:2017
registered design

in sturdy plastic box (size 80-100 in steel box)

display deviation value + 3%

i | 2 s : g
S, L . B -
Fine scale @ b h L Lr S &8 Sog
Code size L L Lo ol @ o mm o omm omm mm mm mm g with box
96503005 5 10-50 N-m 7-37 ftlb 5 N-m 1ftlb 0.25 N'm (EZEB 28 23 330 2805 175 828 1632
96503010 10 20-100 N'm 15-75ftlb  10N-m 25 ftlb 386 336 175 986 1788
96503012 12 25-130'N'm 20-95 ftlb 10 N-m 2.5 ftlb 421 379 25 1124 1928
96503020 20 40-200 N'm 30-150 ftlb 10 N-m 5 ftlb 467 4245 25 1266 1890
96503040 40 80-400 N'm 60-300 ft:lb 20 N'‘m 10 ft:lb 607 5645 25 1666 2444
96503065 65* 130-650 N'm 100-480 ftlb 50 N-m 20 ftlb 890 848 25 3242 6500
96503465 11/65 130-650 N'-m  100-480 ftlb 50 N-m 20 ft:Ib ! ] 911 900 55 3490 7000
96503080 80 160-800 N-m  120-600 ft:lb 100 N-m 25 ft:Ilb 5Nm B2 306 256 1178 1167 55 4794 10500
96503100 100 200-1000 N-m 150-750 ftlb 100 N-m 25 ftlb 5Nm B 306 256 1363 1352 b5 5196 11000
96583005 a/5 90-450 in:Ib 7-37 ftlb 50 in:1b 1 ftlb 28 23 330 2805 175 832 1638
96583010 a/10 180-900 in-lb 15-75 ftlb 100 in-lb 2.5 ftlb 28 23 386 336 175 988 1790
96583020 a/20 350-1800 in-lb 30-150 ft:lb 100 in:Ib 5 ftlb 28 23 467 4245 25 1066 2072
96583040 a/40 60-300 ft-lb 800-3600 in-lb 20 ft:lb 100 in:Ib 28 23 607 5645 25 1670 2614

* recommended ratchet insert tool No 735/40HD

TRIPLE SAFETY.

The setting knob can be
unscrewed after the target
has been set - making
inadvertent changes to the
settings impassible.

unwanted manipulation.

The TORX® TAMPER-RESISTANT
locking screw supplied with
the tool also protects against

The adhesive seals supplied
offer a further level of security.
It is not possible to adjust the
setting without breaking the
seal.
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