
=QuickLock =QuickStart =Waterproof acc. IP =Data output =DINIP

DINMarked • = excess length/excess weight                    Marked • = includes a test protocol

1

23

1326 Universal pocket caliper „Pocket Talent“

Model

•  Stainless steel
•  Protection class IP67
•  Factory standard
•  LCD display 7.5 mm
•  Locking screw
•  For internal and external

measurements
•  Individually adaptable on

problematic tasks through
measuring inserts with
thread M 2.5

Functions

•  ON / OFF
•  Quick-Start
•  Quick-Lock (key lock)
•  Set to zero at any point
•  mm / inch switching
•  PRESET-Function

(setting a numerical value)
•  Variable data output RS 232

+ Digimatic + USB

Delivery

• Plastic case
•  Measuring inserts No.

0710161* and 0710177*
Planar surface Ø 4.8 mm /
Ball inserts Ø 5.0 mm

• Setting standard 50 mm

Measuring range Jaw length Reading Order no. List price
mm inch mm mm inch EUR

0 - 200 0 - 8 48 0.01 .0005 1326 932 405.00

IP 67
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Accessories Order no. List price
EUR

Measuring inserts M 2.5 0710 161 4.90
Measuring inserts M 2.5 0710 163 7.40
Measuring inserts M 2.5 0710 166 6.70
Measuring inserts M 2.5 0710 167 4.70
Measuring inserts M 2.5 0710 177 9.30
Setting standard for Pocket Talent 1326 990 44.00
Data cable DATA VARIABLE to RS232 1997 501 57.00
Data cable DATA VARIABLE to digimatic 1998 501 73.00
Data cable DATA VARIABLE to USB 1998 720 82.00

Incl. setting standard

0710161* 0710177* 0710166 0710167 0710163

Our all-round talent can be combined with all common types of measuring inserts for indicators with a standard 
M 2.5 thread. This way, the Pocket Talent offers you various solutions for numerous measurement applications.


