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0806 External micrometers

Model

•  DIN 863-1
•  Reading 0.01 mm
•  Reading parts are satin 

chrome finished
•  Locking lever

•  Ratchet stop
•  Carbide measuring 

faces 
•  Thermally insulated 
•  Coated steel frame

Delivery

• Plastic case
•  From measuring range

25 - 50 mm upwards 
includes a setting 
standard

Measuring range Pitch Spindle dia. Thimble dia. Error limit Order no. List price
mm mm mm mm mm EUR

0 - 25 0.5 6.5 17.5 0.004 0806 521 52.00
25 - 50 0.5 6.5 17.5 0.004 0806 522 84.00
50 - 75 0.5 6.5 17.5 0.005 0806 523 103.00
75 - 100 0.5 6.5 17.5 0.005 0806 524 119.00
100 - 125 0.5 6.5 17.5 0.006 0806 525 162.00
125 - 150 0.5 6.5 17.5 0.006 0806 526 181.00
150 - 175 0.5 6.5 17.5 0.007 0806 527 201.00
175 - 200 0.5 6.5 17.5 0.007 0806 528 221.00

DIN
863-1

0806 Set of external micrometers

Delivery

• Includes 4 external micrometers
• Incl. setting gauges

25 + 75 mm or
125 + 175 mm

• Wooden case

Measuring range Pitch Spindle dia. Thimble dia. Order no. List price
mm mm mm mm EUR

0 - 100 0.5 6.5 17.5 0806 540 310.00
100 - 200 0.5 6.5 17.5 0806 542 682.00

DIN
863-1


