
Code

1340-150

Accuracy

±0.03mm

Range

0-150mm

Graduation

0.02mm

L

232mm

1340-200 ±0.03mm0-200mm 0.02mm 282mm

1340-300 ±0.04mm0-300mm 0.02mm 382mm

DIAL DEPTH GAGES SHOCK
PROOF

Shockproof dial indicator
Made of stainless steel

1340-150

L

1
0
0

5 1
3

Unit: mm

Ø39

300mm

400mm

500mm

600mm

800mm

L

1540-L300

1540-L400

1540-L500

1540-L600

1540-L800

Code

Extension base

Made of stainless steel
Satin chrome plated reading surface 

Graduation 0.05mm

Code

1240-150

1240-200

1240-300

1240-500

Accuracy

±0.05mm

±0.05mm

±0.08mm

±0.09mm

Range

0-150mm

0-200mm

0-300mm

0-500mm

245mm

282mm

382mm

585mm

L

100mm

100mm

100mm

150mm

d

Graduation 0.02mm

Code

1240-1501

1240-2001

1240-3001

1240-5001

Accuracy

±0.03mm

±0.03mm

±0.04mm

±0.05mm

Range

0-150mm

0-200mm

0-300mm

0-500mm

245mm

282mm

382mm

585mm

L

100mm

100mm

100mm

150mm

d

VERNIER DEPTH GAGES (STANDARD TYPE)

L

d5 11
.5

Unit: mm

1240-2001

extension base
(optional)

depth gage 
can move

1540-300

DATA
OUTPUT

Resolution: 0.01mm/0.0005"
Buttons: on/off, zero, mm/inch, ABS/INC, data hold, TOL, set 
ABS/INC is for absolute and incremental measurement
TOL is for tolerance measurement
Made of stainless steel 
LR44 battery, data output
Supplied with gage block for zero setting
Optional accessory: extension base, data output cable 
(code 7302-SPC7, keyboard format)  

data output cable 
(optional)

7302-SPC7

gage block for 
zero setting
(included)

DIGITAL DOUBLE HOOK DEPTH GAGE

0-300mm/0-12" 

Range 

1540-300

Code Accuracy

±0.04mm

L

2
5

15

4
7
6

3

160

3

29

Unit: mm

57

3

https://precishop.hu


