<INSIZE>

DIGITAL DRUM BRAKE CALIPER
OUTPUT

calibration block (included)

s
o

e adjustable depth rodﬁ[:j/‘

<

/

adjustable depth rod

Measure internal diameter of drum brakes 1538-300

Resolution: 0.01mm/0.0005"
Buttons: on/off, zero, mm/inch
Automatic power off, move the digital 445
unit to turn on power

Battery CR2032

Data output

Made of stainless steel

Optional accessory: data output cable
(code 7315-22, 7302-22)

Unit: mm

) ]

85

40

Code Range Accuracy
1538-300 30-300mm/1.2-12" +0.05mm

ATTENTION: IT IS NECESSARY TO SET IP67 WATERPROOF DIGITAL DEPTH GAGES

ZERO AFTER POWER ON EACH TIME
1P67 ATTENTION: NO
WATERPROOF DATA OUTPUT

= |P67 dust/waterproof

= Resolution: 0.01mm/0.0005"

= Button function: zero, on/off,
mm/inch, ABS/REL, hold

= Meet DIN862

= Battery CR2032

= Made of stainless steel

1149-150 L

Accuracy
1149-150 0-150mm/0-6" +0.03mm 240mm | 6mm | 16mm | 100mm mt‘
1149-200 0-200mm/0-8" +0.03mm 290mm 6mm 16mm 100mm

1149-300 0-300mm/0-12" +0.03mm 390mm | 6mm | 16mm | 150mm

ATTENTION: IP67 IP67 WATERPROOF DIGITAL DEPTH GAGES
NO DATA OUTPUT WATERPROOF
ATTENTION: WHEN POWER ON 8 HOURS AFTER
SHUTDOWN, IT IS NECESSARY TO SET ZERO
= |P67 dust/waterproof
= Resolution: 0.01mm/0.0005"
= Large display
= Button function: zero, on/off, mm/inch ;
= Battery CR2032, automatic power off 4 N
= Meet DIN862 1541-150 Unit: mm
= Made of stainless steel
Accuracy 0
15414150 | 0-150mm/0-6" | +0.03mm | 232.5mm | 11mm | 100mm ) =
1541-200 | 0-200mm/0-8" +0.03mm 285mm Mmm | 100mm
1541-300 | 0-300mm/0-12" | +0.03mm 390mm 13.5mm | 150mm
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<INSIZE>

BUILT-IN BLUETOOTH IP67 WATERPROOF DIGITAL DEPTH GAGES

BLUETOOTH IP67
WATERPROOF

ATTENTION: WHEN POWER ON 8 HOURS AFTER
SHUTDOWN, IT IS NECESSARY TO SET ZERO

ATTENTION: THE WORKING LIFE OF
ABATTERY IS ABOUT 4-6 MONTHS

press the button
to transmit data

= Built-in bluetooth 4.0 wireless transmission module,
connect with computers (with bluetooth receiver),
mobile phones, tablets, etc., and output keyboard signals

= Transmission distance is 10 meters (under the condition

of no obstruction and no electromagnetic interference)

IP67 dust/waterproof

Resolution: 0.01mm/0.0005"

Large display

Button function: zero, on/off, mm/inch, data transmission

Battery CR2032, automatic power off

Meet DIN862

= Made of stainless steel

1542-150

Unit: mm

Accuracy 0
1542-150 | 0-150mm/0-6" £0.03mm | 232.5mm 11mm 100mm '3
1542-200 | 0-200mm/0-8" +0.03mm 285mm 11mm 100mm
1542-300 | 0-300mm/0-12" | +0.03mm 390mm 13.5mm | 150mm

DIGITAL DEPTH GAGES (STANDARD TYPE)

= Buttons: on/off, zero, mm/inch
= Automatic power off, move the
digital unit to turn on power

= Meet DIN862 (except 0-500mm/0-20",
0-1000mm/0-40", 0-1500mm/0-60")

= Battery CR2032

= Made of stainless steel

With data interface

Resolution

1141-150A

Accuracy

Data output cable (optional)

1141-150A 0-150mm/0-6" 0.01mm/0.0005" | +0.03mm | 230mm | 6mm | 14.5mm | 100mm 7315-21, 7302-21
1141-200A 0-200mm/0-8" 0.01mm/0.0005" | +0.03mm | 280mm | 6mm | 14.5mm | 100mm 7315-21, 7302-21
1141-300A 0-300mm/0-12" 0.01mm/0.0005" | +0.03mm | 380mm | 6mm | 14.5mm | 150mm 7315-21, 7302-21
1141-500A 0-500mm/0-20" 0.01mm/0.0005" | +0.05mm | 585mm | 7mm | 15mm | 150mm 7315-21, 7302-21
1141-5001A 0-500mm/0-20" 0.01mm/0.0005" | +0.05mm | 585mm | 7mm | 15mm | 200mm 7315-21, 7302-21
1141-1000A 0-1000mm/0-40" | 0.01mm/0.0005" | #0.07mm | 1188mm | 7mm | 18mm | 150mm 7315-22, 7302-22
1141-10001A 0-1000mm/0-40" | 0.01mm/0.0005" | #0.07mm | 1188mm | 7mm | 18mm | 200mm 7315-22, 7302-22
1141-10002A 0-1000mm/0-40" | 0.01mm/0.0005" | #0.07mm | 1188mm | 7mm | 18mm | 250mm 7315-22, 7302-22
1141-10003A 0-1000mm/0-40" | 0.01mm/0.0005" | *0.07mm | 1188mm | 7mm | 18mm | 300mm 7315-22, 7302-22
1141-1500A 0-1500mm/0-60" | 0.01mm/0.0005" | #0.11mm | 1695mm | 7mm | 18mm | 200mm 7315-22, 7302-22

Built-in wireless (receiver code 7315-2/3/6/7/8 is required)

Resolution

Accuracy

1141-150AWL | 0-150mm/0-6" 0.01mm/0.0005" | +0.03mm 230mm | 6mm | 14.5mm | 100mm
1141-200AWL | 0-200mm/0-8" 0.01mm/0.0005" | +0.03mm 280mm | 6mm | 14.5mm | 100mm
1141-300AWL | 0-300mm/0-12" 0.01mm/0.0005" | +0.03mm 380mm | 6mm | 14.5mm | 150mm
1141-500AWL 0-500mm/0-20" 0.01mm/0.0005" | +0.05mm 585mm | 7mm 15mm 150mm
1141-5001AWL | 0-500mm/0-20" 0.01mm/0.0005" | +0.05mm 585mm | 7mm 15mm 200mm
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<INSIZE>

DIGITAL DEPTH GAGES WITH MOUNTING HOLES FOR EXTENSION BASE
OUTPUT
J

1147-300

Unit: mm
Resolution: 0.01mm/0.0005" 5
Buttons: on/off, zero, mm/inch
Automatic power off, move the
digital unit to turn on power ; :
Meet DIN862 extension base (optional)
Battery CR2032 T e R
Made of stainless steel 6141 series
Optional accessory:
extension base (code 6141)

With data interface (data output cable code 7315-21, 7302-21, optional) Built-in wireless (receiver code 7315-2/3/6/7/8 is required)

Accuracy Accuracy
1147-150 0-150mm/0-6" +0.03mm 237mm 1147-150WL 0-150mm/0-6" +0.03mm 237mm
1147-200 0-200mm/0-8" +0.03mm 287mm 1147-200WL 0-200mm/0-8" +0.03mm 287mm
1147-300 0-300mm/0-12" +0.03mm 403mm 1147-300WL 0-300mm/0-12" +0.03mm 403mm
1147-500 0-500mm/0-20" +0.05mm 605mm 1147-500WL 0-500mm/0-20" +0.05mm 605mm
DIGITAL HOOK DEPTH GAGES
OUTPUT

= Resolution: 0.01mm/0.0005"

= Buttons: on/off, zero, mm/inch

= Automatic power off, move the
digital unit to turn on power

= Battery CR2032

= Made of stainless steel

1142-150A

With data interface

Accuracy Data output cable (optional)
1142-150A 0-150mm/0-6" +0.03mm | 230mm | 100mm | 5mm | 2mm [14.5mm 7315-21, 7302-21
1142-200A 0-200mm/0-8" +0.03mm | 280mm | 100mm | 5mm | 2mm |14.5mm 7315-21, 7302-21 FJ ‘ lﬁ
1142-300A 0-300mm/0-12" | £0.04mm | 380mm | 150mm | 5mm | 2mm |14.5mm 7315-21, 7302-21
1142-500A 0-500mm/0-20" | £0.05mm | 585mm | 150mm | 8mm |3mm | 15mm 7315-21, 7302-21
1142-5001A 0-500mm/0-20" | £0.05mm | 585mm |200mm | 8mm |3mm | 15mm 7315-21, 7302-21
1142-1000A 0-1000mm/0-40" | £0.07mm | 1188mm | 150mm | 10mm | 4mm | 18mm 7315-22, 7302-22
1142-10001A | 0-1000mm/0-40" | £0.07mm | 1188mm [ 200mm [ 10mm | 4mm | 18mm 7315-22, 7302-22
1142-10002A | 0-1000mm/0-40" | £0.07mm | 1188mm [ 250mm | 10mm [ 4mm | 18mm 7315-22, 7302-22
Built-in wireless (receiver code 7315-2/3/6/7/8 is required)
Code Range Accuracy L d a b c
1142-150AWL | 0-150mm/0-6" +0.03mm | 230mm | 100mm | 5mm | 2mm |14.5mm

1142-200AWL | 0-200mm/0-8" +0.03mm | 280mm | 100mm | 5mm | 2mm | 14.5mm
1142-300AWL | 0-300mm/0-12" | £0.04mm | 380mm | 150mm | 5mm |2mm [14.5mm
1142-500AWL | 0-500mm/0-20" | £0.05mm | 585mm | 150mm | 8mm | 3mm | 15mm
1142-5001AWL | 0-500mm/0-20" | £0.05mm | 585mm | 200mm | 8mm | 3mm | 15mm
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DIGITAL DOUBLE HOOK DEPTH GAGES

DATA
OUTPUT

1144-150A

= Resolution: 0.01mm/0.0005"
Buttons: on/off, zero, mm/inch
= Automatic power off, move the
digital unit to turn on power
Meet DIN862

= Battery CR2032

= Made of stainless steel

&a| =tE

With data interface

Accuracy

Data output cable (optional)

1144-150A 0-150mm/0-6" +0.03mm | 233mm | 100mm | 21.5mm | 3.5mm | 14.5mm | 2.5mm 7315-21, 7302-21
1144-200A 0-200mm/0-8" +0.03mm | 283mm | 100mm | 21.5mm | 3.5mm | 14.5mm | 2.5mm 7315-21, 7302-21
1144-300A 0-300mm/0-12" +0.03mm | 383mm | 150mm | 21.5mm | 3.5mm | 14.5mm | 2.5mm 7315-21, 7302-21
1144-500A 0-500mm/0-20" +0.05mm | 585mm | 150mm | 25mm | 5mm | 15mm | 3mm 7315-21, 7302-21
1144-5001A 0-500mm/0-20" +0.05mm | 585mm | 200mm | 25mm | 5mm | 15mm 3mm 7315-21, 7302-21
1144-1000A 0-1000mm/0-40" | +0.07mm | 1188mm | 150mm | 32mm 7mm | 18mm 4mm 7315-22, 7302-22
1144-10001A 0-1000mm/0-40" | £0.07mm | 1188mm | 200mm | 32mm | 7mm | 18mm | 4mm 7315-22, 7302-22
1144-10002A 0-1000mm/0-40" | £0.07mm | 1188mm | 250mm | 32mm 7mm | 18mm 4mm 7315-22, 7302-22

Built-in wireless (receiver code 7315-2/3/6/7/8 is required)

Accuracy

1144-150AWL 0-150mm/0-6" +0.03mm | 233mm | 100mm | 21.5mm | 3.5mm | 14.5mm | 2.5mm
1144-200AWL 0-200mm/0-8" +0.03mm | 283mm | 100mm | 21.5mm | 3.5mm | 14.5mm | 2.5mm
1144-300AWL 0-300mm/0-12" +0.03mm | 383mm | 150mm | 21.5mm | 3.5mm | 14.5mm | 2.5mm
1144-500AWL 0-500mm/0-20" +0.05mm | 585mm | 150mm | 25mm 5mm 15mm 3mm
1144-5001AWL | 0-500mm/0-20" +0.05mm | 585mm | 200mm | 25mm | 5mm | 15mm 3mm

DIGITAL POINT DEPTH GAGES

DATA
OUTPUT

Unit: mm

1143-200A

= Resolution: 0.01mm/0.0005"

Buttons: on/off, zero, mm/inch

= Automatic power off, move the
digital unit to turn on power

= Meet DIN862

Battery CR2032

= Made of stainless steel

0
B
I

i

Built-in wireless
(receiver code 7315-2/3/6/7/8 is required)

With data interface (data output cable
code 7315-21, 7302-21, optional)

Code Range Accuracy Code Range Accuracy
1143-200A 0-200mm/0-8" +0.03mm 1143-200AWL 0-200mm/0-8" +0.03mm
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¥ DIGITAL DEPTH GAGES WITH ROUND DEPTH BAR
OF GROOVES INSIDE BORE [l SMALL HOLES (>@4mm) [l oUTPUT

preset buttons

Resolution: 0.01mm/0.0005"
Supplied with three interchangeable points (flat, spherical, disk)

Buttons: on/off, set, mm/inch, preset (+, -)

Automatic power off, move the digital unit to turn on power

Battery CR2032 0l
Made of stainless steel i
Optional accessory: extension base

(code 6141, for 1148-120, 1148-120WL, 1148-100S
1148-200, 1148-200WL, 1148-300 and 1148-300WL)

Unit: mm

G (

L M25  M2s - M25 .

2.0° (B
@4 |||

| (¢

§
o | | _ & S o R6 Tros |
{ @@ R 1148-120
7

1+0.005

flat spherical disk
point point point

measure depth measure depth measure depth measure width e
of small holes of grooves of grooves of grooves
(>@4mm) inside bore inside bore inside bore

=

1148-200

] O] ] IR
0| () ] (154 ] [EE

one-hand use of 1148-120

With data interface (data output cable code 7315-21, 7302-21, optional) and 1148-120WL
Code Range Accuracy L d Remark
1148-100S 0-100mm/0-4" +0.02mm 200mm 45mm .
1148-100 0-100mm/0-4" | +0.02mm | 200mm | 85mm — “"“‘“‘*‘ ]
1148-120 0-120mm/0-4.7" | +0.03mm | 300mm | 101mm | One-hand use, with mounting

holes for extension base

with mounting holes for

1148-200 0-200mm/0-8 +0.03mm 300mm 101mm axtancion base extansion base for 1148-120;
3 5 1148-120WL, 1148-200, 1148-200WL,
1148-300 0-300mm/0-12" | #0.04mm | 400mm | 101mm | With mounting holes for 1148-300 and 1148-300WL (optional)

extension base

< 5] o e a sy

Built-in wireless (receiver code 7315-2/3/6/7/8 is required) 6141 series
Code Range Accuracy L d Remark
1148-100SWL | 0-100mm/0-4" +0.02mm 200mm 45mm
1148-100WL 0-100mm/0-4" +0.02mm 200mm 85mm 1148-P103 (optional), measure width

one-hand use, with mounting of bottom grooves inside blind hole

1148-120WL 0-120mm/0-4.7" +0.03mm 300mm | 101mm Folos\for exiens onlbace
with mounting holes for ;

1148-200WL 0-200mm/0-8" +0.03mm | 300mm | 101mm :
extension base ’J
with mounting holes for : ] i

extension base

1148-300WL 0-300mm/0-12" £0.04mm | 400mm | 101mm

*When disk points are used, the range is reduced by 10mm

Unit: mm
OPTIONAL DISK POINTS __M25
Description Remark 1(;:%1’: :l; M2IA5 %
1148-P101 | 0.5mm disk point | 0.520.005mm | for narrow grooves L It 24

1148-P102 0.7mm disk point | 0.7+0.005mm | for narrow grooves Ll 3@ IJL_.%.
1148-P103 | 1mm disk point 1+0.005mm for grooves inside blind hole g a8 TLER

1148-P104 | 0.5mm disk point | 0.5£0.005mm | for grooves inside blind hole TGSt DeBToR
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DIGITAL DOUBLE HOOK DEPTH GAGE
OUTPUT

15 Unit: mm

Resolution: 0.01mm/0.0005"

Buttons: on/off, zero, mm/inch, ABS/INC, data hold, TOL, set
ABS/INC is for absolute and incremental measurement

TOL is for tolerance measurement

Made of stainless steel

LR44 battery, data output

Supplied with gage block for zero setting

Optional accessory: extension base, data output cable
(code 7302-SPC7, keyboard format)

g

YY)

gage block for
zero setting
(included)
depth gage
’ can move
i . - -‘
Extension base PO i .. : - B2
2o
data output cable g ‘ extension base 160
(optional) 1540-L300 | 300mm i (optional)
1540-L400 | 400mm - <l B el
1540-L500 | 500mm 1540-300 | L !
1540-L600 | 600mm
7302-SPC7 1540-L800 | 800mm =
Emmm=
Code Range Accuracy = ‘ - 2l
1540-300 0-300mm/0-12" +0.04mm ‘ ‘
DIAL DEPTH GAGES SHOCK
i Unit: mm PROOF
= 239
= __
== ==
= Shockproof dial indicator
= Made of stainless steel
Range Graduation  Accuracy L

1340-150 | 0-150mm 0.02mm +0.03mm 232mm

1340-200 | 0-200mm 0.02mm +0.03mm 282mm e
1340-300 | 0-300mm 0.02mm +0.04mm 382mm
VERNIER DEPTH GAGES (STANDARD TYPE)
= Made of stainless steel
= Satin chrome plated reading surface ;g
Graduation 0.05mm = > =
Accuracy
1240-150 0-150mm +0.05mm 245mm 100mm v
1240-200 0-200mm +0.05mm 282mm 100mm
1240-300 0-300mm +0.08mm 382mm 100mm 1240-2001

1240-500 0-500mm +0.09mm 585mm 150mm

Unit: mm

Graduation 0.02mm

Accuracy ]
1240-1501 | 0-150mm +0.03mm 245mm 100mm
[t}

1240-2001 | 0-200mm +0.03mm 282mm 100mm oo L <
1240-3001 | 0-300mm +0.04mm 382mm 100mm
1240-5001 0-500mm +0.05mm 585mm 150mm ||
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<INSIZE>

VERNIER DEPTH GAGES
FOR EXTENSION BASE

extension base (optional)

Unit: mm le)
- §
= 205 I
6141 series 4% » 1200
= Made of stainless steel o[ 2R I o &
= Satin chrome plating finish o °
on reading surface 7? g
= Optional accessory:
p Yy 7 1247-2001

extension base (code 6141)

Graduation 0.05mm Graduation 0.02mm

Accuracy

Accuracy

1247-150 0-150mm +0.05mm 1247-1501 0-150mm +0.03mm Py v . o
1247-200 | 0-200mm +0.05mm 1247-2001 | 0-200mm +0.03mm o fHi | K8 —
0-200mm 290mm 16mm | 100mm
1247-300 0-300mm +0.08mm 1247-3001 0-300mm +0.04mm 0-300mm G
1247-600 0-600mm +0.10mm 1247-6001 0-600mm +0.05mm 0-600mm 704mm 16mm 150mm
1247-1000 0-1000mm +0.15mm 1247-1001 0-1000mm +0.07mm 0-1000mm | 1124mm | 16mm | 200mm
WITH MOUNTING HOLES VERNIER DEPTH GAGES WITH FINE ADJUSTMENT
FOR EXTENSION BASE
= With fine adjustment é
= Made of stainless steel g W
= Satin chrome plating finish on reading surface 1 e U !’
= Optional accessory: extension base (code 6141) o S o
-
8 2
Graduation 0.05mm b
Accuracy : .
extension base (optional) S
1249-150 0-150mm +0.05mm 1240-1301
1249-200 0-200mm +0.05mm —— _9 8= (T —
1249-300 | 0-300mm +0.08mm il ains —— )
-05
Graduation 0.02mm [
Accuracy o T8 = l &
1249-1501 0-150mm +0.03mm 0-150mm | 256mm | 16mm | 100mm
1249-2001 0-200mm +0.03mm 0-200mm | 306mm | 16mm | 100mm __T/
1249-3001 0-300mm +0.04mm 0-300mm | 406mm | 16mm | 100mm 17
WITH MOUNTING HOLES VERNIER HOOK DEPTH GAGES
FOR EXTENSION BASE
= Made of stainless steel ’—‘ L\*‘ - i , \ ®
= Satin chrome plating finish on reading surface S e, J
= Optional accessory: extension base (code 6141) " | p
Graduation 0.05mm H /
Accuracy 1248-1501
1248-150 0-150mm +0.05mm 266mm
1248-200 0-200mm +0.05mm 316mm ‘_Hm-‘, Unit: mm
1248-300 | 0-300mm | +0.08mm | 416mm = — .
| 205
Graduation 0.02mm L = ] =
o
Range Avcuracy extension base (optional) o R I Q
1248-1501 | 0-150mm +0.03mm 266mm N
1248-2001 | 0-200mm +0.03mm 316mm R R et 10] | L
1248-3001 | 0-300mm | #0.04mm | 416mm piShesias L
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VERNIER HOOK DEPTH GAGE

Unit: mm
290
O 2-05
. oj
; &R
' ~ 1L o]
4] —
O °
®
1243-2001
= Graduation 0.02mm 3 L |
= Made of stainless steel
= Satin chrome plating finish on reading surface
= Optional accessory: extension base (code 6141) F’) I\l E—— —) | —
Code Range Accuracy T‘ [ ]
1243-2001| 0-200mm | +0.03mm
EXTENSION BASES
180 Unit: mm
e ﬂ 3 [3) - e 5 70 — S5
5 & =
2-M4 ~
6141-260 6141-180
= Supplied with two screws 260
= Made of stainless steel 60 | 35 ‘ 35 ‘ 35 J 35 ] 60
= Suitable for depth gages series 54 T o = ~
1147, 1148, 1243, 1247, 1248 and 1249 5.M4 N
6141-260
4‘ 320
6141-180 180mm =t Co— = 55 70 | 70 \ 70 : 55
6141-260 260mm lb A J_nJ 2 5 & =
6141-320 320mm o 6141-320 ™
VERNIER DEPTH GAGE (ECONOMIC TYPE)
Unit: mm
o [ )
= 5 i}
= Graduation: 0.1mm | E @
= Made of stainless steel e | = -
o sz o
:: g} X X _j
i
2 X=X
Code Range Accuracy ) 55
1244-30 | 0-30mm | 0.10mm 1244-30
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MINI DIGITAL DEPTH GAGES WITH ROUND BAR
OUTPUT

Unit: " n

Measure depth of small groove and hole
Resolution: 0.01mm/0.0005"

Buttons: on/off, set, mm/inch, preset (+,-)
Automatic power off, move the digital
unit to turn on power

Battery CR2032 1140-25
= Made of stainless steel

With data interface (data output cable Built-in wireless
code 7315-21, 7302-21, optional) (receiver code 7315-2/3/6/7/8 is required)
Accuracy Accuracy

1140-25 0-25mm/0-1" +0.02mm 114mm 1140-25WL 0-25mm/0-1" +0.02mm 114mm

1140-50 0-50mm/0-2" +0.02mm 140mm 1140-50WL 0-50mm/0-2" +0.02mm 140mm

DATA MINI DIGITAL DEPTH GAGES
OUTPUT

set zero measurement
Unit: mm

s

|
zero set surface
(included)

@m ZERO
90

OFF @B ON

Measure depth of small groove and

N
hole, also measure depth of tire tread e l
Resolution: 0.01mmy/0.0005" T 1
Buttons: on/off, zero, mm/inch A

Supplied with zero set surface o '
Automatic power off, move the digital

unit to turn on power

Battery CR2032 1145-25A
= Made of stainless steel

With data interface (data output cable Built-in wireless

code 7315-21, 7302-21, optional) (receiver code 7315-2/3/6/7/8 is required)
Code Range Accuracy Code Range Accuracy
1145-25A 0-25mm/0-1" +0.03mm 1145-25AWL 0-25mm/0-1" +0.03mm
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DIAL DEPTH GAGES

= Accuracy: £0.017mm
= Stainless steel base
= Pointed tip

Dial indicator

216

35

|

23434101

2343-102

Dial indicator

Unit: mm

35

2343-102

@5

M2.5x0.45

stroke graduation
2343-101 0-10mm 10mm 0.01mm @16mm pointed tip
2343-102 0-10mm 10mm 0.01mm @25mm
DIGITAL DEPTH GAGES
DATA
OUTPUT
Unit: mm

= Button function: on/off, zero, mm/inch, ABS,
data preset, change measuring direction

s CR2032 battery, automatic power off

= Data output

= Stainless steel base

= Pointed tip

= Optional accessory: data output cable
(code 7315-50M, 7302-40M)

35

W 2142-101/2142-301

2142-102

2142-102/2142-302

@5
M2.5x0.45

=

SR0.4
pointed tip
Digital indicator Digital ind.icator Accuracy
stroke resolution
2142-101 0-12.7mm/0-0.5" 12.7mm/0.5" 0.01mm/0.0005" +20um Z16mm
2142-102 0-12.7mm/0-0.5" 12.7mm/0.5" 0.01mm/0.0005" +20um @25mm
2142-301 0-12.7mm/0-0.5" 12.7mm/0.5" 0.001mm/0.00005" +5um J16mm
2142-302 0-12.7mm/0-0.5" 12.7mm/0.5" 0.001mm/0.00005" +5um @25mm
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= Accuracy: £0.017mm
= Stainless steel base

= Supplied with pointed tip and ball tip

o
2341-101A pointed tip

2341-101A

Range Dial indicator stroke Dial indicator graduation

0-10mm

10mm 0.01mm

<INSIZE>

DIAL DEPTH GAGE

Unit: mm

@4
l_ M2.5X0.45
=
SR3

ball tip

DIAL DEPTH GAGES

Unit: mm

) @/ﬁﬁ
5
3
c H N
y CINSIZEY S\ 3 Nl o012
63 101.5
2342-201 2342-202
2342-202
2 o4
ﬂ M2.5x0.45 M2.5x0.45
e L
SR04 {SR3
2141410 (opitonal) pointed tip ball tip
can be customized application N
= Dial indicator graduation: 0.01mm according to workpieces B il
= Accuracy: £0.03mm
= Stainless steel base 56 Unit: mm 54
= Extension rods: 25mm (1 pc), 50mm (1 pc), — H
75mm (1 pc), 100mm (2 pcs) H ' Io
= Supplied with pointed tip and ball tip ' 230 1N 4 d 1o
= Optional accessory: = = s
granite extension holder (code 2141-10) | S —— |"’I 0
24
Dial indicator stroke &
2342-201 | 0-300mm 30mm 63x17mm M2.50.4501- g
2342-202 | 0-300mm 30mm 101.5x17mm J———
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DIGITAL DEPTH GAGES

]

2141-202A

= Button function: on/off, zero, mm/inch, ABS, data preset,
change measuring direction

25

pointed tip

Unit: mm

A7
|
C’%
o

17

€ )@12

2141-201A/2141-301

@4

M2.5x0.45 ‘ M2.5x0.45

15

ball tip

2141-10 (opitonal),
can be customized

101.5

24
| %
[t}

39

2141-202A/2141-302

|

o o o
extension rods

[
S
s

IR

IR

100
100

= CR2032 battery, automatic power off according to workpieces application
= Data output
= Stainless steel base
= Extension rods: 12.5mm (1 pc), 25mm (1 pc), 50mm (1 pc), )
75mm (1 pc), 100mm (2 pcs) 200 Unit: mm
= Supplied with pointed tip and ball tip o |
= Optional accessory: data output cable (code 7315-50M, 7302-40M), | 230 I
granite extension holder (code 2141-10) o U ,—‘
| @ |%I
Digital indicator stroke Digital indicator resolution Accuracy
2141-201A 0-300mm/0-12" 12.7mm/0.5" 0.01mm/0.0005" +20pm 63x17mm
2141-202A 0-300mm/0-12" 12.7mm/0.5" 0.01mm/0.0005" +20pm 101.5x17mm
2141-301 0-300mm/0-12" 12.7mm/0.5" 0.001mm/0.00005" +5um 63x17mm
2141-302 0-300mm/0-12" 12.7mm/0.5" 0.001mm/0.00005" +5um 101.5x17mm
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DIGITAL GROOVE GAGES
ouTPUT

Unit: mm

115

p
m ,\‘ 212 ,\‘ oo
l 63 101.5
214202 2145-201/2145-301 2145-202/2145-302
g
= Button function: on/off, zero, mm/inch, absolute/incremental
measurement, data preset, measuring direction change 94 o
CR2032 battery, automatic power off 4 N
Data output T |||
Stainless steel base M2.5X0.45 | ||

Supplied with extension rods: 12.5mm (1 pc), 25mm (1 pc), 50mm (1 pc)
Supplied with groove point
Opitonal accessory: data output cable (code 7315-50M, 7302-40M, 7305-40M)

extension rods

measure width (b) and depth (a) of groove

Digital indicator  Digital indicator

eole Range (a) stroke (b) resolution Acciiacy Base
2145-201 | 0-85mm/0-3.35" 12.7mm/0.5" 0.01mm/0.0005" +20pm 63x17mm Dol = Tal
2145-202 | 0-85mm/0-3.35" 12.7mm/0.5" 0.01mm/0.0005" +20pm | 101.5x17mm i

2145-301 | 0-85mm/0-3.35" 12.7mm/0.5" 0.001mm/0.00005" 5um 63x17mm
2145-302 | 0-85mm/0-3.35" 12.7mm/0.5" 0.001mm/0.00005" +5um 101.5x17mm

DIGITAL DEPTH GAGE (60° KNIFE EDGE BASE)
OUTPUT

= Button function: on/off, zero, inch/mm, ABS,
data preset, change measuring direction
CR2032 battery, automatic power off

Data output

Stainless steel base with 60° knife edge
Optional accessory: data output cable
(code 7315-50M, 7302-40M)

front view side view
2143-101

Code Range Digital indicator stroke Digital indicator resolution Accuracy
2143-101 | 0-12.7mm/0-0.5" 12.7mm/0.5" 0.01mm/0.0005" +20pm
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DIGITAL DEPTH MICROMETERS

Resolution: 0.001mm/0.00005"

Micrometer head accuracy: +/-3um

Rod accuracy: +/-(2+L/75)um, L is the measuring range in mm
Button function: on/off, set, mm/inch, ABS/INC

IP65 dust/waterproof

Data output

Automatic power off

= Rods with flat end

= Ratchet stop

= Optional accessory: data output cable

IP65 DATA
WATERPROOF OUTPUT

Install rod

(code 7315-30, 7302-30)

Code Range Rods L 3540-50

3540-25 0-25mm/0-1" 1pc 101.5mm

3540-50 0-50mm/0-2" 2 pcs 101.5mm N

3540-100 0-100mm/0-4" | 4pcs | 101.5mm — i 1 unit: mm

3540-150 0-150mm/0-6" 6 pcs 101.5mm

3540-300 0-300mm/0-12" 12 pcs 101.5mm y —

3540-B25 0-25mm/0-1" 1pc 63mm @4.5mm

3540-B50 0-50mm/0-2" 2 pcs 63mm

3540-B100 0-100mm/0-4" 4 pcs 63mm

3540-B150 0-150mm/0-6" 6 pcs 63mm

3540-B300 0-300mm/0-12" 12 pcs 63mm
DEPTH MICROMETERS

Install rod
Unit: mm

= Meet DIN863-2
= Graduation: 0.01mm
= Micrometer head accuracy: +/-3um flat end spherical end
® Rod accuracy: +/-(2+L/75)um, SR3

L is the measuring range in mm ﬁ(]
n
. Eg?csh\évtlt:télst or spherical end 3240-100 o o

N S

Flat end Spherical end

Code Range Rods L Code Range Rods L

3240-25 0-25mm 1 pc 101.5mm 3240-25S8 0-25mm 1pc 101.5mm

3240-50 0-50mm 2 pcs 101.5mm 3240-50S 0-50mm 2 pcs 101.5mm

3240-75 0-75mm 3 pcs 101.5mm 3240-100S 0-100mm 4 pcs 101.5mm

3240-100 0-100mm 4 pcs 101.5mm 3240-150S 0-150mm 6 pcs 101.5mm

3240-150 0-150mm 6 pcs 101.5mm 3240-300S 0-300mm 12 pcs 101.5mm

3240-200 0-200mm 8 pcs 101.5mm 3240-B25S 0-25mm 1pc 63mm

3240-300 0-300mm 12 pcs 101.5mm 3240-B50S 0-50mm 2 pcs 63mm

3240-B25 0-25mm 1pc 63mm 3240-B100S 0-100mm 4 pcs 63mm

3240-B50 0-50mm 2 pcs 63mm 3240-B150S 0-150mm 6 pcs 63mm

3240-B100 0-100mm 4 pcs 63mm 3240-B300S 0-300mm 12 pcs 63mm

3240-B150 0-150mm 6 pcs 63mm

3240-B300 0-300mm 12 pcs 63mm
65
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DEPTH MICROMETERS

Meet DIN863-2

Graduation: 0.01mm

Micrometer head accuracy: +/-3um
Rod accuracy: +/-(2+L/75)um,

L is the measuring range in mm
Rods with flat end

= Ratchet stop
Code Range Rods L
3241-25 0-25mm 1pc 101.5mm
3241-50 0-50mm 2 pcs 101.5mm Unit: mm
3241-75 0-75mm 3 pcs 101.5mm 3241-100

3241-100 0-100mm 4 pcs 101.5mm
3241-150 0-150mm 6 pcs 101.5mm
3241-200 0-200mm 8 pcs 101.5mm
3241-300 0-300mm 12 pcs 101.5mm

3241-B25 | 0-25mm | 1pc 63mm nstall rod -

3241-B50 0-50mm 2 pcs 63mm flat end
3241-B100 0-100mm 4 pcs 63mm

3241-B150 0-150mm 6 pcs 63mm This way of rod installation increases

3241-B300 0-300mm 12 pcs 63mm the stability of depth measurement [@4.5mm

HIGH PRECISION DIGITAL HEIGHT GAGES

Unit: mm

LED display
on/off, zero

mm/inch

; L‘mj
P (3]
w foot switch . .

spindle lift knob 130x130
power supplied by charge pal data transmitted to Excel without software; ceramic base

short press the foot switch to transmit data, (wear off and 13
long press to zero corrosion resistance) 195

= High stability, high precision,
high response speed (5000mm/s)

= High brightness LED display 1155-505

= Ceramic base flatness: 1ym

Code Range Resolution Accuracy (20°C) Measuring force Output Power supply
_ 0.5um/0.00002" _ 5V/1A
gl Gl (can switch to: 1um/0.00005") Uzl s L (adapter or charge pal)
- 0.1um/0.000005" > 5V/1A
ji55:210 et (can switch to: 1um/0.00005") fhm el sk (adapter or charge pal)

OPTIONAL ACCESSORY
Contact point code 6282
STANDARD DELIVERY Charge pal 1155-5-POB

Data output cables (including foot switch) 1155-5-FOS
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DIGITAL HEIGHT GAGES

LED display

granite base

1157-501

= Buttons: on/off, zero, mm/inch,
mix/min/mix-min

= High response speed (5000mm/s)

= High brightness LED display

spindle
lit knob mt

Unit: mm

@35

80

LED display

spindle lift knob41~ ﬁ

ceramic base

T T
250(W)X200(D)
1157-501

power supplied by charge pal

(wear off and
corrosion

! "
resistance) i

1157-502

foot switch

data transmitted to Excel without software;
short press the foot switch to transmit data,
long press to zero

Unit: mm
@35
©,
Tel
@
130x130 _,
1
9
<
195
1157-502

Code Range Resolution Accuracy (20°C) Measuring force Output Power supply Base
1157-501 | 0~50mm | 1um/0.00005" 3um 0.8~1.2N USB | 5V/1A (adapter or charge pal) | granite (flatness: 2um)
1157-502 | 0~50mm | 1um/0.00005" 3um 0.8~1.2N USB | 5V/1A (adapter or charge pal) | ceramic (flatness: 1um)
OPTIONAL ACCESSORY
Contact point code 6282
STANDARD DELIVERY Charge pal 1155-5-POB
Data output cables (including foot switch) 1155-5-FOS

[ Main unit D

LARGE RANGE DIGITAL HEIGHT GAGE

Unit: mm

|I @35

N
o=,
80
Ve
)
400(W)X300(D)

= High stability, high precision,

high response speed (5000mm/s)
= High brightness LED display
= Granite base flatness: 3um

Code Range Resolution

0.1um/0.000005"
(can switch to:
1um/0.00005")

1158-100 | 0~100mm

granite base

LED display
on/off, zero

spindle lift knob

Accuracy Measuring

(20°C) force

3um 0.8~1.2N

power supplied by charge pal

foot switch

data transmitted to Excel without software;
short press the foot switch to transmit data,

long press to zero

STANDARD DELIVERY

1158-100 Main unit 1 pc
Power OPTIONAL ACCESSORY
Output -
supply Contact point code 6282
5V/1A Charge pal 1155-5-POB
USB | (adapter or Data output cables
charge pal) (including foot switch) (AR
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DATA
OUTPUT

l INSPECTION
CERTIFICATE

software CD
(included)

Unit: mm

|
S@4 == ’ﬂs
86

@4mm ruby ball probe (included)

1D MANUAL HEIGHT GAGE (WITHOUT AIR CUSHION)

DHG-C420

CODE DHG-C420
¢INSIZEY PrLoS

MADE IN EUROPE

Set 9 reference points

Probe can be moved quickly by hand

Touch buttons

LED display with backlight

Measurement results can be sent to Excel/Word,
equivalent to keyboard input

measuring
result

set reference point: diifa

metric/inch transmission

arrow keys
measurement

zeroing preset

measure the height
between upper surface
of ledge and datum point

measure the
max. height,

min. height,
delta. height of
upper surface

measure the height
between upper surface
of groove and datum point

calculate groove

set datum point (center height)

measure the
center and diameter
of bore or shaft

SPECIFICATION

0.1mm, 0.01mm, 0.001mm (selectable)

0.75N, 1N, 1.25N, 1.5N (selectable)

Measuring range 0~406mm
Accuracy (at 20°C) 8um
Repeatability 3um
Resolution

Data output USB
Measuring force

Power supply AC/DC adapter
Working temperature 10°C~40°C
Weight 21kg

hand wheel

measure height between measuring point
and datum point

maximum, minimum, TIR measurement

calculate difference between two
measured values

measure diameter and center of shafts

calculate average value of two
measured values

A
LA ]

STANDARD DELIVERY
Main unit
@4mm ruby ball probe

Calibration block
AC/DC adapter

Software and USB cable

OPTIONAL ACCESSORY

Transmitter 7306-100

Receiver 7306-2

Rechargeable battery ISHH-V-BATTERY

ISHH-V-C2A
ISHH-V-C4A
ISHH-V-R4

ISHH-V-R5B
ISHH-V-R10

ISHH-V-P1

To be continued
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Continued from previous page

= Probe (optional) for DHG-C420

| 70
80

Unit: mm
S@2mm carbide ball probe, code ISHH-V-C2A | S@4mm carbide ball probe, code ISHH-V-C4A @1.5mm pin probe, code ISHH-V-P1
- o 0 A
E 8 § " T
!

} 78

%

L
[
I

100

S@10mm ruby ball probe, code ISHH-V-R10

S@4mm ruby ball probe, code ISHH-V-R4

S@5mm ruby ball probe, code ISHH-V-R5B

| 18

@

I

@8h8

o,

&
70 14 v

%
i
.| %

90 129

DIGITAL HEIGHT GAGES WITH DRIVING WHEEL

Unit: mm

scriber (included)

0
114

Unit: mm

= ’fi‘*
T II;I Et
ol
-~ L
a

12

W

Resolution: 0.01mm/0.0005"

Carbide tipped scriber

Made of stainless steel
Battery CR2032

Data output

Supplied with dust cover
With dial test indicator holder

Buttons: on/off, zero, mm/inch, preset +, preset -, ABS/INC
Automatic power off, move the digital unit to turn on power

Optional accessory: data output cable (code 7315-22, 7302-22),

clamp for protractors (code 2372-CLAMP)

dial test indicator holder (included)

e

(Db‘ ‘b% Unit: mm 1

DATA l )
OUTPUT INSPECTION
CERTIFICATE

TRACEABLE TO DKD

_J‘ﬁ ﬁ '
§

side

1156-300 1156-1000

clamp for protractors (optional)

Unit: mm

26

2372-CLAMP

Accuracy

1156-300%* | 0-300mm/0-12" +0.03mm | 515mm | 180mm | 55mm | 80mm | 30mm | 35mm | 9mm
1156-600* | 0-600mm/0-24" +0.05mm | 815mm | 180mm | 55mm | 80mm | 30mm | 35mm | 9mm
1156-1000* | 0-1000mm/0-40" | +0.07mm | 1220mm | 265mm | 70mm | 92mm | 48mm | 40mm | 12mm

*Supplied with manufacturer inspection certificate traceable to DKD Germany
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ATTENTION: CAN NOT USE CLAMP FOR ATTENTION: DATA
PROTRACTORS (CODE 2372-CLAMP) LOW ACCURACY OUTPUT

Resolution: 0.01mm/0.0005"

Buttons: on/off, zero, mm/inch, ABS/INC, data hold, TOL, set
ABS/INC is for absolute and incremental measurement
TOL is for tolerance measurement

Carbide tipped scriber

Made of stainless steel (except the base)

LR44 battery, data output

Supplied with dial test indicator holder

Supplied with dust cover (except 1150-1500/2000)
Optional accessory: data output cable

(code 7302-SPC7, keyboard format)

scriber (included) data output cable (optional)

7= € |
o Hi

‘ = 7302-SPC7

ko
!
o

1
| S— E—
(5

<INSIZE>

DIGITAL HEIGHT GAGES (ECONOMIC TYPE)

1150-1000

,‘,

1150-500

dial test indicator holder (included)

z 40 E(:

for 1150-300

for 1150-500/600

for 1150-1000/1500/2000

:

Range Accuracy

1150-300 | 0-300mm/0-12" A +0.05mm | 470mm | 135mm | 45mm | 80mm | 76mm | 25mm | 10mm | 23mm | 6mm | 8mm
1150-500 | 0-500mm/0-20" A +0.06mm | 720mm | 180mm | 55mm | 95mm | 103mm | 25mm | 12mm | 30mm | 10mm | 12mm
1150-600 | 0-600mm/0-24" A +0.06mm | 820mm | 180mm | 55mm | 95mm | 103mm | 25mm | 12mm | 30mm | 10mm | 12mm
1150-1000 | 0-1000mm/0-40" B +0.08mm | 1275mm | 250mm | 80mm | 125mm | 110mm | 39mm | 15mm | 50mm | 10mm | 15mm
1150-1500 | 0-1500mm/0-60" B +0.12mm | 1790mm | 280mm | 80mm | 125mm | 110mm | 39mm | 15mm | 50mm | 10mm | 15mm
1150-2000 | 0-2000mm/0-80" B +0.16mm | 2290mm | 280mm | 80mm | 125mm | 110mm | 39mm | 15mm | 50mm | 10mm | 15mm
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DIGITAL HEIGHT GAGES

Resolution: 0.01mm/0.0005"

Buttons: on/off, zero, mm/inch

= Automatic power off, move the

digital unit to turn on power

Carbide tipped scriber

With fine adjustment

Made of stainless steel

Battery CR2032

Optional accessory: dial test indicator
holder (code 7151-CL1)

With data interface (data output cable
code 7315-22, 7302-22, optional)

ATTENTION: CAN NOT USE CLAMP FOR
PROTRACTORS (CODE 2372-CLAMP)

DATA
OUTPUT

Unit: mm

scriber (included)

Unit: mm
6
o 7
— L cof
55

1154-150

Built-in wireless
(receiver code 7315-2/3/6/7/8 is required)

dial test indicator holder (optional)
:} O .
7151-CL1 !

Unit: mm ‘

Code Range Accuracy Code Range Accuracy ﬁ:ﬁw B
1154-150 | 0-150mm/0-6" | +0.03mm 1154-150WL | 0-150mm/0-6" | +0.03mm
DIAL HEIGHT GAGES
dial test indicator holder (included) 1 scriber (included) Unit: mm
Unit: mm ‘ | | H%
P e Gy
o 71
Unit: mm o> ® | 78_‘ o LJ L
dovetail «\‘\o 1 [
groove @ L
o )2 -
9
AA T
3
i @D
<l 78 .
= Dial indicator graduation: 0.01mm &
= One counter reads in the plus direction driving wheel a1
and another in the minus direction, on the back

so incremental measurement
can be made in either direction
= Carbide tipped scriber
= Made of stainless steel (except the base)
= With driving wheel
= With dial test indicator holder
= Supplied with dust cover
= Optional accessory:

clamp for protractors (code 2372-CLAMP)

Accuracy

1351-300

clamp for protractors (optional)

(mm)

1351-300 | 0-300mm | +0.04mm | 475 43 | 84 | 33 | 15
1351-450 | 0-450mm | +0.05mm | 660 54 | 88 | 38 | 20 ~
1351-600 | 0-600mm | +0.05mm | 810 54 | 88 | 38 | 20 2372-CLAMP
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VERNIER HEIGHT GAGES

I scriber (included)
Unit: mm
dial test indicator holder (optional) - 2

- i
F 6293-6 1  — R

Unit: mm (Db‘
dovetail ©
groove

c2 10.5

: | S E—

[ at |
Graduation: 0.02mm/0.001" i
Adjustable main scale to set zero L.
Carbide tipped scriber oy
Made of stainless steel
(except the base)
= Satin chrome plated scale 1250-300
= Supplied with magnifier
= With fine adjustment
= Supplied with dust cover
= Optional accessory: dial test clamp for protractors (optional)
indicator holder (code 6293-6),
clamp for protractors(code 2372-CLAMP)

f
!

(mm)

Range Accuracy
1250-300 | 0-300mm/0-12" | +0.04mm | 545 | 135 | 43 | 75 | 80 | 30 | 28
1250-450 | 0-450mm/0-18" | +0.05mm | 720 | 180 | 54 | 85 | 80 | 41 | 35
1250-600 | 0-600mm/0-24" | +0.05mm | 870 | 180 | 54 | 85 | 80 | 41 | 35 2372-CLAMP

ATTENTION: CAN NOT USE CLAMP VERNIER HEIGHT GAGES

FOR PROTRACTORS (CODE 2372-CLAMP)

o Unit: mm
scriber (included) d
3 6
; N re———
dial test indicator holder (optional) ) T 55 = !
= Graduation 0.02mm/0.001" 6 ¥
= Carbide tipped scriber '{l b=
= Made of stainless steel 7151-CL1 -
(except the base) T &l (e
= Satin chrome plated scale 50 © 7
= Optional accessory: \ i_“ 4
dial test indicator e é’
holder (code 7151-CL1) 28
QI - ]
1253-200
Accuracy
1253-150 | 0-150mm/0-6" +0.03mm 265 | 75 | 57 | 16
1253-200 | 0-200mm/0-8" +0.03mm 325 | 90 | 70 | 20
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SCRIBERS FOR HEIGHT GAGES

= Carbide tipped

7150-SC1
D
Code For height gages Type cl c2 D E ST
7150-SC1 1150-300 A 76mm 25mm 6mm 8mm %‘L :‘ - '
7150-SC2 1150-500, 1150-600 A 103mm 25mm 10mm | 12mm ———«1 ]
7150-SC3 | 1150-1000, 1150-1500, 1150-2000 | A | 110mm | 39mm | 10mm | 15mm A
7150-SC4 1351-300, 1351-450, 1351-600 B 78mm 15mm 9mm 9mm - D
7150-SC6 | 1250-300, 1156-300, 1156-600 A 80mm | 30mm | 9mm | 9mm Ll — Et
7150-SC7 1250-450, 1250-600 A 80mm 41mm 9mm 9mm | el ‘
7150-SC9 | 1253-150, 1253-200, 1154-150 B 55mm | 12.5mm | 6mm | 8mm el
7150-SC10 | 1156-1000 A 92mm 48mm 9mm | 12mm
MINI DIGITAL HEIGHT GAGES
DATA
OUTPUT
Unit: mm
l—GJJJ
E ®
0
H ¥ J
I i
= Measure height difference of two surfaces ’

(1146-20B, 1146-20BWL suitable for | 25 [z

surfaces with barrier, such as rivet)
= Resolution: 0.01mm/0.0005"
Buttons: on/off, zero, mm/inch
= Automatic power off, move the digital

unit to turn on power
= Battery CR2032
[ 12

1146-20A/1146-20AWL

= Made of stainless steel

4
E’E

1146-20A 1146-20B 20

HEE

1146-20B/1146-20BWL

With data interface (data output cable
code 7315-21, 7302-21, optional)

Accuracy
1146-20A 0~+20mm/0~+0.8" +0.02mm
1146-20B 0~+20mm/0~+0.8" +0.02mm o i 6
application of application of
1146-20A/1146-20AWL 1146-20B/1146-20BWL

Built-in wireless
(receiver code 7315-2/3/6/7/8 is required)

Accuracy
1146-20AWL 0~+20mm/0~+0.8" +0.02mm
1146-20BWL 0~+20mm/0~+0.8" +0.02mm
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